
685
ISO 1173 ISO 1174

Socket 685/4 and 6 for use with bits of 661 series on electric and
pneumatic tools
Socket 685/8 for use with bits of 687 series on electric and pneumatic
tools
Special high-alloy steel with Chromium Vanadium Molybdenum
Phosphatized finish
Employ safety pin 235 MCA/2 (U02350202Q) and locking ring 235 MDA/1
(U02350221Q) for 685/3 and 685/4
Employ safety pin 235 MCA/4 (U02350204Q) and locking ring 235 MDA/4
(U02350224Q) for 685/6 and 685/8

IMPACT BIT-HOLDER SOCKETS

Family details

Code n
°

 Female square drive
"

 Hexagon female drive
"

axL
mm

 Quantity for
packaging

U06850004 4 3/8 5/16 19x37 1

U06850006 6 1/2 5/16 25x40 1

U06850008 8 1/2 1/2 22x37 1

Sets / Compositons

 



Articles

519/700 - Assortment in plastic tray (6 pcs.)

687 1/2 C16 - Assortment with IMPACT bits in ABS case (16 pcs.)

700 1/2 C6 - Assortment with impact screwdriver in ABS case (6 pcs.)

https://usag.it/catalog/en/products/details/4603/519_700/Assortment_in_plastic_tray_6_pcs
https://usag.it/catalog/en/products/details/4988/687_1_2_C16/Assortment_with_IMPACT_bits_in_ABS_case_16_pcs
https://usag.it/catalog/en/products/details/3930/700_1_2_C6/Assortment_with_impact_screwdriver_in_ABS_case_6_pcs

